CONCRETE GUTTER TYPE A, (MODIFIED)

TYPICAL SECTION

31_0//

—_— ' 1/*6”

¥4 x 18" DOWEL BARS WITH CAPS
AT EACH EXPANSION JOINT

Ste [IDOT STANDARD 606101

FOR DIMENSIONS OF GUTTER OUTLET
AND ENTRANCE TREATMENT,
“NTRANCES AND GUTTER OUTLET

10 Be PAID FOR AS

CLASS ST CONCRETE (OQUTLET)

NOTE:
CLASS SI CONCRETE SHALL BE USED THROUGHOUT.

CONCRETE GUTTER TYPE A, (MODIFIED) SHALL BE CONSTRUCTED

IN 100" SECTIONS WITH ¥, PREMOLDED EXPANSION JOINTS,

AND 12 CONSTRUCTION JOINTS. THE DOWEL BARS SHALL BE
GREASED ON THE END ON WHICH THE CAP IS PLACED. THE

COST OF FURNISHING AND INSTALLING THE JOINTS

COMPLETE IN PLACE SHALL BE INCLUDED IN THE CONTRACT

UNIT PRICE PER FOOT FOR CONCRETE GUTTER

TYPE A, (MODIFIED) WHA 1

s: \trans\standards\standurds\wha'\guttomodifiednenryco.dgn




